NOTES:
1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS STATED OTHERWISE.
2. ALL GMS ARE TO BE HOT DIP GALVANIZED. POWDERCOAT FINISH WITH COLOUR AS SPECIFIED SHALL BE APPLIED ON THE GALVANIZED FINISH, EXCEPT THE 25 DIA. GMS ROUND.
3. WHERE THE CONCRETE FOOTING IS LOCATED IN BLOCK PAVED FOOTPATH, THE FOOTING SHOULD BE LOWERED TO ALLOW FOR THE PAVING BLOCKS AND THE SAND COURSE.
4. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH DRG. NO. H2298.
5. SEE HY TC NO. 2/2017 FOR PROVISION AND DESIGN.

1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS STATED OTHERWISE.
2. ALL GMS ARE TO BE HOT DIP GALVANIZED. POWDERCOAT FINISH WITH COLOUR AS SPECIFIED SHALL BE APPLIED ON THE GALVANIZED FINISH, EXCEPT THE 25 DIA. GMS ROUND.
3. WHERE THE CONCRETE FOOTING IS LOCATED IN BLOCK PAVED FOOTPATH, THE FOOTING SHOULD BE LOWERED TO ALLOW FOR THE PAVING BLOCKS AND THE SAND COURSE.
4. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH DRG. NO. H2298.
5. SEE HY TC NO. 2/2017 FOR PROVISION AND DESIGN.

SECTIONAL ELEVATION

INTERMEDIATE PANEL

END PANEL

TYPE 13 RAILING (HIGH VISIBILITY PANEL) - FOR CONTROL PURPOSE