SINGLE ARM BANNER BRACKET

THOROUGH SLOT REMOVABLE CAP
3 X 30 RUBBER PAD
GALVANIZED MILD STEEL COLLAR
M10 STAINLESS STEEL BOLT AND NUT WITH PLAIN AND SPRING WASHERS

TOP VIEW

TYPICAL ALUMINIUM MOTIF (DETAILS SHALL BE SUBMITTED FOR THE ENGINEER'S APPROVAL)

50 NOMINAL DIA. GALVANIZED MILD STEEL CIRCULAR HOLLOW SECTION

"G" SHAPE RING FORMED BY 4MM DIA. GALVANIZED MILD STEEL WIRE

SIDE VIEW

TYPE OF COLUMN | COLLAR 'D' (mm)
---|---
4m | 82
5.1m | 82
8m | 120
10m | 120
12m | 146

NOTES:
1. ALL DIMENSIONS ARE IN MILLIMETERS.
2. END DETAIL TO BE CHOSEN TO SUIT SITE.
3. ALL WELDS TO BE GROUND SMOOTH.
4. STEEL TO BE GRADE 43 BS 4360.
5. ALL STEELWORK SHALL BE HOT DIP GALVANIZED TO BS EN ISO 1461
6. THE ALUMINIUM MOTIF AND "G" SHAPE RING SHALL BE WELDED ONTO THE GALVANIZED MILD STEEL PIPE BY ALL ROUND 4mm FILLET WELD.
7. THE ALUMINIUM MOTIF AND "G" SHAPE RING SHALL BE INSTALLED AS AND WHEN INSTRUCTED BY THE ENGINEER.