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Notes:

system details on concrete bridge deck.

system, please refer to RD/GN/033 for the waterproofing 

If the designer chooses to adopt a waterproofing membrane

typical bituminous pavement construction respectively.

road pavement drainage details of the transition area and

Refer to RD/GN/032 and HyD standard drawing H1101 for 

All  dimensions are in millimetres.
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TRANSITION DETAILS

FRICTION COURSE - 

HIGHLY MODIFIED 

FOR RETROFITTING

TRANSITION

FRICTION COURSE MATERIAL

30mm HIGHLY MODIFIED  

 BASE COURSE MATERIAL

FOR CONCRETE BRIDGE DECK

FOR FLEXIBLE CARRIAGEWAY

FOR NEW CONSTRUCTION

TRANSITION

EXISTING CONCRETE BRIDGE DECK 

EXISTING FLEXIBLE CARRIAGEWAY

FRICTION COURSE MATERIAL

30mm HIGHLY MODIFIED  

FLEXIBLE CARRIAGEWAY

MOVEMENT JOINT

TRAFFIC DIRECTION
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30mm HIGHLY MODIFIED 

FRICTION COURSE MATERIAL

30mm HIGHLY MODIFIED 
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WATERPROOFING MEMBRANE

RD/GN/032

 


