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TYPE Kl TYPE K2 TYPE K3 

RADIUS KERBS 

1000 

PLAN VIEW 

Exlernol rod .. s kerbs sholl have a radius (R) 
of 1,3,6 or 9 melres and shol be of kerb lype Kl section. 

QUADRANTS 

300 radius I. 300 

PLAN VIEW END VIEW 

PRECAST CONCRETE 
KERBS (SHEET 1 OF 2) 
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REF. 

Noles' 

1. The nominollenglh of a kerb "';1 
sholl be 1000 mm and on edgilg 
unil 750. 

2. Concrele sholl be grode 30120. 
3. Type Kl kerbs should be used iI 

urban oreos and where a foolwoy 
is ad jocenl 10 lhe carriageway. 

4. Type K2 kerbs should be used in 
ruroloreos and on high speed 
roods where lhere is no odjoiing 
foolwoy. 

5. Type K3 kerbs should be used 
only on bridge decks. 

6. Precosl concele kerbs, edgings and 
qucUonls shol comply wilh B.S. 7263' 
Pori lexcepl lhol lhe requi-ernenl for 
leslilg of woler obsorplion sholl nol 
be oppied. 

7. All dimensions Cl"e in rrilimelres. 

Type El Type E2 Type E3 

FOOTPATH EDGINGS 
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