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  pattern.  Any slabs/blocks damaged or lost shall  be replaced.

5. The paving slabs/blocks shall  be relaid according to the original

  further slabs/blocks should be lifted and reinstated.

  of a few different sizes), whichever is the greater. If necessary,

  used in the paving pattern (the pattern may involve slabs/blocks

  twice the largest lateral dimension of the paving slabs/blocks

  removed for the trenching work.  W shall  be at least 300mm or

  shall  be taken up and relaid together with the other slabs/blocks

  the side of a trench or disturbed as result of the utility works

4. All  paving slabs/blocks within a distance of W millimetres from

B

H 1131BLAYING PAVING UNITS

OF PAVEMENT 

PERMANENT REINSTATEMENT

Title and note 3 revised
signed

Original 
Oct 14

-

-

  specified in HyD Standard Drawing No. H 1103 as minimum.

  thickness as the adjoining pavement subject to the thicknesses 

3. The paving slabs/blocks to be put back shall  be of the same 

  not exceed 30mm thick.

2. The sand course to be put back shall  exceed 20mm and 

  and carriageway.

  75 millimetres in footway and 150 millimetres in run-in 

  as the adjoining pavement subject to a minimum of 

1. The subbase to be put back shall  be of the same thickness 

Notes:

Paving slab/block

Sand course


