Rules to determine the limit of reinstatement in bituminous

carriageway, footway and cycleway

A. Carriageway conslrucled more than 5 years ago, Carriageway re-surfaced more than 1 year ago

and Footway or Cycleway consiructed more Lhan 1 year ago

1. The reinstotement area shall be of sufficient width to ollow the use of proper compacting equipment.

2. The reinstalemeni orea shol either

o} cbut on edge (the kerb line, the building line or an adjoining concrete pavement) of the bituminous pavement; or
b} be ot o minimum distonce (measured from any part of reinstatement orea at right ongle to the edge) of

450 milimeires from on edge.
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3. The reinstoternent oreo shallbe rectongular in plon with the sides either porallel or perpendiculor to the neoresi edge
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of the bituminous pavement. Stepped or L-shoped reinstatement orea is permitted only if

o) the reinstolement orea runs glong the length of the corriogeway, footway or cycleway, in such coses
- the length of eoch step olong the length of the corriageway, footway or cycleway is not less thon 20 metres

except al location of monholes or junction boxes:

- the length of eoch siep perpendiculor to the length of the corriogeway, iootwoy or cyclewoy is

not less than 300 milimetres: OR

b) the trench goes round a reod junclion, in such cases o chomier at the corner is permitted.

Limit of reinstotement areo
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B. Carriageway constructed within the last 5 years, Carriageway re-surfaced within the last 1

year and Foolway or Cycleway constructed within the last 1 year

1, In addition to the Rules Al, A2 and A3 mentioned obove, the reinsiatement area shollextend 1o the full width of the
iroffic lone(s) in which the trench is siluoled. Any extension of the reinstotement oreo beyond the minimum limit

con be done by cold miling ond resurfocing the wearing course within the exiended oreo.

.
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Limit of reinstatement area 1000 minimum
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Reinstatement areo to extend
full width of troffic lone

Dimensions in millimeires.
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