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Emergency telephone set

to be. supplied and
installed by DEMS.

50 Ext. Dia. 6 SWG G. 1.
telephone mounting tube
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INT. Dia. UPVC drain

discharging to drip groove

Recess of external
dimensions 750 x 160

x 300 formed by receptacle
of 3mm thk galvanized M.S.

¥2 Nos. 100 INT. Dia.
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Bracket [ ‘ 1
" ith 5. 5. |
fixings
Flanged - -
joint X Y

UPVC telephone cable
& surveillance duct.

SECTION A - A

DETAIL 'Y’

(15 thk B and bolts are not

Notes :

30
]

DETAIL 'X'

shown for clarity )

( SEC.

1. Al dmensions are in milimetres.
2. Longitudinal location of emergency
telephones to be determined by CE/TCS.
3. Changes in details subject to
approval by CE/TCS & DEMS.

800 x 360 x 15 galvanized M.S.
cover plate with letters ' TCS'

legibly and perm

anently

inscribed at centre, letter height 50.
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Nut welded |__ __ :47_:,_ — — _D_\F:. ]
onto - L\—_ = == _4_ +
receptacle
750
15 thk plate 800
with 20
holes for bolts
SEC.C - C PLAN
B - B SIMILAR )
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