Detachable dome

see detail'Y!

\ @ 42.4 X 4 CHS

see detail X' shape cap
(see HyD Standard
Drawing No. H2300)
Ei @VIEW C
traffic "
sign plate n
" traffic
d 5 sign plate — | |
£ 600 £ 600 2
. 1
é Lo Lo A
al
S i VIEW C
steel wbe —1 40 solid
I'/stee?gcllr jgﬁorSeOO traffic
WA length above ground sign plate
il
11
I 3 thk. mild
I steel channel
|l
LQ)J/ I F\Oll Kerb 12 dia. stainless
R N we steelbolt
1 ‘II." :
N ] T
= RN T B )
= 757 A1 mef S——Grade 20/20 concrete footing
# . " s ) (no formwork to be used)
8 I
$ — 200 X 200 X 6
mild steel base plate

FRONT ELEVATION

Scale 1:25

IKerb
Notes: ne

Traffic
sign

b

25

|

SECTION A-A
Scale 1:2
%
Traffic e
sign T °
[ \ s
Kerb =
line 8
£

1. Refer to notes 1 to 12 of latest version of HyD
Stondard Drg. H2228.

2. Refer to notes 2,4 and 8 of latest version of

HyD Standard Drg. H2230.

-No. of traffic signs mounted at single post can

be varied to suit actual situation.

. The mounting height of traffic sign shall refer to
TPOM Vol.3 Clouse 2.2.3.1.

. The 40 solid square steel bar shall be placed freely
on the mild steel base plate inside the steel tube.
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