Fabricated end beam

section to Drg. No. H2120 ——— 1950+ 2000 4000
> Beam section
- \Q# Pto Drg. No. H2112 |
<
g e e F=— S
R) — - ‘ ‘ ‘ ? )
ST 1 f i T I |
AnchorNBlock to - - j R Ilill ||i|1<f300 x 300 x 900 ——=tI
Drg. No. H2121,2122 j' e Grade 20/20 L
M.S. post 115 dia. x 1500 concrete footing

to Drg. No. H2123

ELEVATION WITH BEAM END RAMPED DOWN TO ANCHOR BLOCK

3
L %% e Y

20 "Lap in the direction of travel —— >

1
4

100 (200) Edgeline marking

PLAN FOR ROADSIDE Aél
WITH ANCHOR BLOCK AND HORIZONTAL FLARE

— 100 (200) Edgeline marking Bj

B_
PLAN FOR WIDE CENTRAL RESERVATION
WITH ANCHOR BLOCK AND HORIZONTAL FLARE

oo D | General revision and note 2 amended Osri;griggl Nov 16
o Sheet number in title amended. - Jun 06
1. Alldimensions are in millimetres. B Note 3 amended - Dec 00
2. For Sections A-A & B-B see Drg. No. H219. A Note 3 added R Nov 99
3. Where the concrete footing is located in block paved footpath,
the footing should be made of colour concrete with colour to ;%nggnggi L\l:\};.:ggmm Jun 94
tie with that of the paving blocks. REF. REVISION SIGNATUREl DATE
UNTENSIONED BEAM BARRIERS HIGHWAYS DEPARTMENT
WITH CONCRETE FOOTINGS [weew o0
FOR POST SPACING 4000mm — H 2117D
(SHEET 1 OF 3) 15100




