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Concrete footing Grade 20/20, ——= ! TI% DETAIL 'B'
size 300x300 P AN A
oo [ Al
50 I.D. M9 50(w) X 5(h)
TYPE 2 FRANGIBLE BOLLARD gqlvanised\~ chamfer all
@ mild steel tube round
Notes: - -
1. Al dimensions are in millimetres. o -
2. Steel for frangible bollard shall be in accordance with Part 3, »(
Section 11 of the General Specification. 740 lon A
3. Steel components forming frangible bollard shall be hot-dip 740 long 45¢/ .«93 450 C,|,qrod\:‘f
galvanised in accordance with Section 18 of the General cast iron rod slid A -
Specification. into the 50 I.D. - "
4. Welding for frangible bollard shall be fillet welds and shall be qalvanised tube L ©
ground smooth before treating with two coats of zinc rich paint. Y = ,::::, 1 <
5. All bolts shall be grade 4.6 complying with Section 18 of the = ™
General Specification. “,QI: g=cp ;1
6. All galvanized steel work shall be etch primed and painted to < :/'E":""
System D as specified in Section 18 of the General Specification. / o o o
7, TS109 shown shall be made of aluminium or equivalent approved golvanised tube <+|  recess filled L o
by the Engineer. Refer to Transport Department with bituminous | !
Drawing No. CT174/51-1(1) for details. The "KEEP LEFT" arrow material L
sign could be replaced by other sign if requested by or agreed AL

Z

with Transport Department.

8. Colour of frangible bollard shall be white unless otherwise agreed a
between HyD and TD. Subject to directive of HyD, certain straight DETAIL ‘A
portions shall be wrapped with retroreflective sheeting to class
Ref. 1to BSEN 12899.

9. # - Width required to be agreed with TD based on actual site

condition. - —
Former Drg. No H2189A with Note 8 Original
revised. sigied | Aug 14
REF, REVISION SIGNATURE| DATE

TYPE 1 AND TYPE 2 HIGHWAYS DEPARTMENT

FRANGIBLE BOLLARD FOR[™™" PRANING - CAD
USE ON CYCLE TRACK [sne H 2189/1

Diagrammatic




