130R dome-shape metal cap

6 thk. GMS bollard with
paint finish (see note 6 )

10 thk. GMS flat ring
5 thk. GMS C.H.S.

1500 |

100 See detail 'X'
82 / on H2279
o -

100

=

900

] r
E CMS chain — Copped with 5 thk.
3 | I end plate
~
—pece N 9E°9°°en- s ‘ S Seog
olgl — 1L = o \6 thtkaME pollard with
Q| © | ) d | paint finish (see note
> X 9 |
| N ol 1SS M8 hex. bolts, | 5 thk. 40 width
‘ 1 IS nuts and washers d GMS plate (curved)
M' 1 O - @™ -+ M
uojf | ° ‘ Povi
‘ aving as
{ > 5 T fspeciﬁed
: I
| 'Q‘; o | <
O N R o| © S o7 300x300
oo 3 NL S A 4 concrete footing
! [T 150x150x6
: steelbase plate
ELEVATION 300
Notes:
1. Dimensions are in millimetres.
2. Steel to be grade 43 B.S. 4360.
3. Welds to be sound and continuous avoiding locked-in slag.
4. Welding slag to be removed immediately after welding.
5. Where the concrete footing is located in block paved footpath,

the footing should be lowered to allow for the paving blocks
and the sand course.

6. Colour to be specified by the designers and agreed by Transport
Department and Highways Department. Visibility band should be
provided if the proposed colour is similar with surrounding paving.
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