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The drawing illustrates the typical  dimensions for 
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Note:

AS 4586.

Pendulum Test using slider 55 in accordance with 

Slip resistance value shall  be determined by Wet

indication of the routes to people with low vision.

light-on-dark, dark-on-light, etc.) to provide clear 

yellow tactile pavers on grey / red footway, 

contrast visually with the adjoining surfaces (e.g. 

The colour / tone of the tactile pavers should 

be the following, or as approved by the Engineer:

The thickness of tactile tiles, slabs and blocks shall  

pavers, or as specified by the Engineer.

Appendix B6 of RD/GN/044 for concrte tactile

Precast concrete tactile pavers shall  comply with 

of the Engineer.

and shall  be approved by and to the satisfaction 

performance of their products after wear and tear, 

evidence to substantiate satisfactory long term 

shall  not be used unless the suppliers can provide 

tactile pavers.  Tactile pavers of other materials, 

slippery materials.  They shall  be precast concrete

Tactile pavers shall  be made of durable and non-

the Transport Department.

from the Road Safety and Standards Division of 

approval  should be sought for using such products 

dimensions slightly deviating from those shown, 

For proprietary products having patterns and 
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Note 7 revised. Notes 8 and 9 added
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Diagram refer to Vol. 6 chapter 8 
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