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Notes l,OmraClOr s name 

°C-f-;;"I !fltf"-.;." (in English & Chinese) ° I. All dimensions are in millimetres. i $2 
~ .­ :0'';.­ I '. I " : ~, I- Tel No +2. All exposed steel work surfaces shall be treated and ",T

painted in accordance with the General Specification. 
SECTION A-A LOGO PLATE

3. Colour of painting to BS 5252 F(1976)' (See note 11) 
(0) top bars :red and white, code 04E53 &00E55 
(b) others 'yellow, code OBE51 Nulls) to \:X20 M.S. flat 

Ic) logo :red, code 04E53 InSUlating~ fill up gap 
~Insulotingwashers washers 

(d) letters, characters & lines ' block, code 00E53 M6 bolt 
4. Notice board shall be provided in accordance with Drg. No. f~ 

H6144 to H6147. Other approved fixing details, which sholl DN 25 Logo plate '-­ M6 bolt 
ralvanized

securely fix the notice board to the barrier, may be used. ube - Notice board 

5. All joints and connections shall be fillet welded all round 
DETAIL 'Z'unless otherwise specified. DETAIL 'Y' 

6. Open ends of the tubular posts shall be effectively sealed by (See note 4) 

welded mild steel plates. II. For works not carried out by Highways Department, Division's name 
7. Other approved bose details for the barriers may be used. and HyD logo on the logo plate shall be replaced by the name and 
B. Galvanized tube shall be light series to BS 1387. logo of "The Promoter of the Works", the meaning of which is given 
9. The length of a barrier panel can be reduced to either 2640mm in Note 13 of Standard Drawing No. H 6134. 

or 1760mm if provision of notice board is required, and up to D Note II added. May 06 
880mm if provision of notice board is not required. In any case, 

Notes 9 & 10 added, Note 4 and 
the logo plate shall be mounted on each barrier panel as close to C Detail 'X' revised. July 04 
the centre position as possible. For reduced barrier length of Other general revisions 

2640/1760/880mm. the spacing of 290mm clc between M.S. flats B 
Notice Board Drawing No. and 

I Nov 02 
sholl remain unchanged, and the spacing at the two ends sholl Note 4 Amended 

be adjusted to 305/300/295mm respectively. A Notice Board Drawing No. Amended Sept 01 
10.The height and width (mm) of English letters, Chinese characters and 

Former Drg. No. H6012/IB June 94 
numbers for logo plate shall be 12x10, 21x21 and 18x14 respectively. 
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