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Grode 316 stainless steel 4mm dia, 30mm long countersunk screw 
with socket for marker plates mounted on concrete surface. 

Notes: 
1. 	 AI I dimensions are in mi I limeters. 
2. 	 Dimensions ore typical and should be varied as necessary for particular conditions. 
3. 	 The information given on the marker plate above is taken from Cross Harbour Tunnel ICHTJ and is for 

illustration only. Appropriate tunnel name abbreviation. bound direction and chainage figures are to be 
entered to suit the actual locations of the morker plates. 

4. 	 The morker plates shal I be 3mm thick Grade 316 stainless steel plate with hairl ine finish. 
5. 	 The morker plates shal I be maunted at conspicuous locations along each tunnel tube at 10m intervals or 

otherwise as approved by the Engineer. 
6. 	 Other mounting detai Is for the morker plates as approved by the Engineer may be used as necessary to suit 

s ita cond i t i ans, 
7. 	 The letters/ numbers/ symbols shal I be etched on the stainless steel plates and the final surface of the 

pointed characters shal I be lower than the marker plate surface. 
B. 	 The height of letters/ numbers/ slash symbols is 25mm whi Ie the height of the triangle symbol is Bmm. 
9. 	 The painting to the letters/ numbers/ symbols is in black color. 
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