
dame 

y- Hazard warning lantern 
JJ) (refer to detail 'X' 

/ Temporary barrier rDN 32 galvanized tube ~ for fixing details) 

"" 
rON 25 galvanized tube FLogo plate rNotice board~« 
-£1 	

1~.. ..1:1 II II {
I t 	 II .. 
 , 


I 'I I 
if-	 ~ I!I ..t IL IL I 

870I I ~I. 	 •IIl!J I 
r­ 11,11--j "' ; II ~. ~ --j r­,,--, ~~ 	 , ­3 X 20 M. S. flat 3600 CL fIXing baitI. .1 

Hazard 
warning 
lantern 

* M12 
head bolt 

-\\\\\\\\\ \\\\\\\\\\\\\\\\11' 
_ I..\.Wuwu\\'u.\\m1mill ) 

Notes: 

FRONT ELEVATION 

thk. 
plate 

30 x 14 slat 

Fillet weld 

M10 dome 
head bait 

~Lur'Lern must be removed 
by unscrewing this bolt 

SECTION A - A 
DETAIL 'X' 

*Bolt size shall suit lantern. 
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1. All dimensions are in millimetres. 
2. Bolt for fixing hazard warning lantern shall be hot-dip galvanized. 
3. GMS plate must not protrude above top rail after removal of lantern. 
4. 	For plastic barrier, no part of the mounting mechanism shall 

protrude above the top rail after removal of the lantern. 
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