ost & ost & Galvanised
g%]otipng ?tootipng corrugated 152x89x16Kg

; steel sheeting UB post welded
2000 (panel width) to base plate

\X o
2o el j NL & pos

TTT T -

H H ]
S Sy=====z===fF=== T_i C-—Z-——¢C T Kﬁ |

Il Il | | Detail "A"

F} N 1 Y | -

1 1 i

\ o i

[ I @ |

:‘: :‘: -~ 11ihk. steel flat !

| ‘ | | | | backing plate fixed !
:::::;F::::::::::::::::::_]t}’::::: on corrugated steel f— I

‘ \ sheeting panel |

! ! | ‘ decorated with i

a5 ' marking film '] 10 thk. base

| | ! I - i plate, see

M I S detal "B

h 1 - !

I , 1

I I o !

I 1 2 ! Gound
o O R L‘él level
B e o B e T T T T Ql | i

| L . L4

‘ ‘ bt |

1000 (approx) o
=%
Concrete footing———— % A b
—— 3.2 stem dia. stainless : b b
steel blind rivet e
maximum  spacing 400 -—
400 400 400 ‘ 400 900 ‘ 700
T T T
X —2x2 M16 holding
ELEVAT[ON down bolts ¢/w
nut and washer

152x89 UB ,
Detail "C"

76x38L

¥

|

1
I
I
|
I
1 1thk steel flat bocking plate
I
|
I
I
I
I

Notes :

1. All dimensions are in milimetres,

2. For notes, refer to the lotest version of
HyD Standard Drg. No. 8161

3. Where the concrete footing is located
,,,,,,,,,,,,,,, in block poved footpath, the footing
should be lowered to cllow for the
paving blocks and the sand course.
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