
Insulating washersParapet Wall 

Sign plate Proprietary fixing approved 
by the Engineer . 

~ ProDriie'lorv fixing Sign plote ----..;2Iiif.~ 
approved by the Engineer Insulating strip ~ 3 thick 

Surface to be concrete 

poved (600 x 400 x 150 
thkJ if on vegetated slope 

Insulating washer under head of fixing 

~ InsuI(lllllng strip >3 thick Slope surface 

MOUNTING ON WALL DETAILS MOUNTING ON SLOPE DETAILS 
(Not to scale) (Not to scale) 

R 5011300 I]
t t m~N"'7i~crl=fJl 

~ 
FIXING DETAIL 

(1 , 40) 

Tubular railing, 

Sign plate 

10¢ domed 

head galvanized 


steel bolt 

with nut 

Detoil 'A' ~ 

I
L lyJ I ,I, i 

I A I 
Insulating washers ~3mm thick L . ..! --l 

Sign plate set proper location 
to avoid hurting pedestrian 

MOUNTING ON TUBULAR RAILING'===*5 max.
I (I' 50) 

DETAIL 'A' 
(1: 5) 

R 5011300 I] 

+ : + NI ~t 
I 450 I 

FIXING DETAIL 
(I' 40) 

Sign plate 
I 

B 
Siope/ wall / railing mounting 

details added/ revised 
Oct. 03 

A Thickness Of Sign Plate Revised Nov 98 

NEW ISSUE Moy 98 

REF. REVISION SIGNATUR DATE 

HIGHWAYS DEPARTMENT 
DISPLA Y SIGN FOR SLOPE / 

REFERENCE DRAWING No. CAD 
WALL REGISTRATION NUMBER Drg GEA 497 C 

(SHEET 2 OF 3) SCALE H 6140B 
AS SHOWN 


